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(a) EBEach certificate holder shall
maintain, and promptly repair the
pavement of, each runway, taxiway,
loading ramp, and parking area on the
airport which is available for air car-
rier use as follows:

(1) The pavement edges shall not ex-
ceed 3 inches difference in elevation be-
tween abutting pavement sections and
between full strength pavement and
abutting shoulders.

(2) The pavement shall have no hole
exceeding 3 inches in depth nor any
hole the slope of which from any point
in the hole to the nearest point at the
lip of the hole is 45 degrees or greater
as measured from the pavement surface
plane, unless, in either case, the entire
area of the hole can be covered by a 5-
inch diameter circle.

(3) The pavement shall be free of
cracks and surface variations which
could impair directional control of air
carrier aircraft.

(4) Except as provided in paragraph
(b) of this section, mud, dirt, sand,
loose aggregate, debris, foreign objects,
rubber deposits, and other contami-
nants shall be removed promptly and
as completely as practicable.

(5) Except as provided in paragraph
(b) of this section, any chemical sol-
vent that is used to clean any pave-
ment area shall be removed as soon as
possible, consistent with the instruc-
tions of the manufacturer of the sol-
vent.

(6) The pavement shall be sufficiently
drained and free of depressions to pre-
vent ponding that obscures markings
or impairs safe aircraft operations.

(b) Paragraphs (a)(4) and (a)(5) of this
section do not apply to snow and ice
accumulations and their control, in-
cluding the associated use of materials
such as sand and deicing solutions.

(c) FAA Advisory Circulars in the 150
series contain standards and proce-
dures for the maintenance and configu-
ration of paved areas which are accept-
able to the Administrator.

§139.307 Unpaved areas.

(a) Bach certificate holder shall
maintain and promptly repair the sur-
face of each gravel, turf, or other un-
paved runway, taxiway, or loading
ramp and parking area on the airport
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which is available for air carrier use as
follows:

(1) No slope from the edge of the full-
strength surfaces downward to the ex-
isting terrain shall be steeper than 2:1.

(2) The full-strength surfaces shall
have adequate crown or grade to assure
sufficient drainage to prevent ponding.

(3) The full-strength surfaces shall be
adequately compacted and sufficiently
stable to prevent rutting by aircraft, or
the loosening or buildup of surface ma-
terial which could impair directional
control of aircraft or drainage.

(4) The full-strength surfaces must
have no holes or depressions which ex-
ceed 3 inches in depth and are of a
breadth capable of impairing direc-
tional control or causing damage to an
aircraft.

(5) Debris and foreign objects shall be
promptly removed from the surface.

(b) Standards and procedures for the
maintenance and configuration of un-
paved full-strength surfaces shall be in-
cluded in the airport certification man-
ual or the airport certification speci-
fications, as appropriate, for compli-
ance with this section.

§139.309 Safety areas.

(a) To the extent practicable, each
certificate holder shall provide and
maintain for each runway and taxiway
which is available for air carrier use—

(1) If the runway or taxiway had a
safety area on December 31, 1987, and if
no reconstruction or significant expan-
sion of the runway or taxiway was
begun on or after January 1, 1988, a
safety area of at least the dimensions
that existed on December 31, 1987; or

(2) If construction, reconstruction, or
significant expansion of the runway or
taxiway began on or after January 1,
1988, a safety area which conforms to
the dimensions acceptable to the Ad-
ministrator at the time construction,
reconstruction, or expansion began.

(b) Bach certificate holder shall
maintain its safety areas as follows:

(1) Each safety area shall be cleared
and graded, and have no potentially
hazardous ruts, humps, depressions, or
other surface variations.

(2) Each safety area shall be drained
by grading or storm sewers to prevent
water accumulation.
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